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OUR SOLUTION

SPYNEÊ

INSTRUMENTS

SOFTWARE

CURRENT SCREENING TECHNIQUES

MPI AND PT

APPLICATIONS

OIL & GAS - MIDSTREAM (PIPELINE INTEGRITY)

OIL & GAS - DOWNSTREAM (REFINING)

OIL & GAS - UPSTREAM (TOPSIDE AND OFFSHORE) 

CHEMICALS

OTHERS 



EDDYFI TECHNOLOGIES DESIGNED AN ECA PROBE AS AN 

ALTERNATIVE TO MT/PT METHODS ON PIPES, PLATES, 

TUBES OR PIPELINES.  

WITH A HIGHER POD, IT CAN VERY QUICKLY DETECT 

CRACKS ON BOTH FERROUS AND NON-FERROUS 

MATERIALS. SPYNE CONTROLS HUMAN FACTOR AND 

PROVIDES RELIABLE AND REPEATABLE DATA. 



SPYNEÊ - SPEED. POD. EFFICIENCY.

Å High POD 

Å Ferritic and non-ferritic materials

Å Detects cracks in all orientations 

Å 200mm (8 in) coverage in a single pass

Å 600mm (24ò) / sec.

Å Fits 150mm (6 in) pipes OD up to flat 

surfaces

Å Defect assisted detection

Å Instant screening reporting

Å Grid-As-U-GoÊ for quick and easy gridding

Our solution



SPYNEÊ - EASY TO USE 

Å All parameters pre-defined (frequency, 

drive voltage, hardware gain, processes, 

etc.)

Å ECA probes pre-calibrated (only cal. check 

required prior to the inspection)*

Å Detection gates for assisted detection

Å Quick reporting with indications IDôs and 

positions 

Our solution

*Calibration parameters burned on a chip in the probe 

connector and automatically wired to the instrument with 

Magnifi 4.6



SPYNEÊ ECA PROBES - OPTIMIZED FOR FAST SCREENING

Å ECA probes on flexible PCB

Å Detachable and interchangeable

Å Spring-loaded in the SpyneÊ tool

Å PEEK tape for probe protection

Å 3 models available:

Our solution

Acronym Coils Min. cracks detectable Coverage Alloys

ECA-SPYNE-C-203-250-066 сƳƳ όлΦнрлέύоƳƳ όлΦмнлέύ[ · мƳƳ όлΦлплέύ5 нлоƳƳ όуέύFerritic

ECA-SPYNE-D-200-250-066 сƳƳ όлΦнрлέύнƳƳ όлΦлулέύ[ · мƳƳ όлΦлплέύ5нллƳƳ όтΦфέύNon-ferritic

ECA-SPYNE-C-202-250-086 пΦрƳƳ όлΦмулέύнƳƳ όлΦлулέύ[ · мƳƳ όлΦлплέύ5нлнƳƳ όуέύBoth



SPYNEÊ TOOL - SMART DESIGN

Å Designed for quick and infinite adjustments

Å Acquisition control buttons 

Å Embedded spring-loaded encoder

Å Ergonomic design with detachable handles

Å Rugged

Å 2 models available: 

Our solution

Acronym Cable length Instrument compatibility Max temp. 

ECA-SPYNETOOL-6PLUS-N05R 5m (16.4 ft.) Reddy 128 (adapter for Ectane included)150°C (300°F)

ECA-SPYNETOOL-6PLUS-N10R 10m (32.8 ft.) Reddy 128 (adapter for Ectane included)150°C (300°F)



HARDWARE ïREDDY 128 

Our solution

Å

Å Portable, battery-operated

Å Light

Å Rugged and sealed

Å Water resistant (IP65)

Å Large, bright touchscreen

Å Wide frequency range

Å Array capabilities

Å Quick-copy button



SOFTWARE ïMAGNIFI 4.5 

Our solution

Å

Å Intuitive user interface

Å Advanced features for assisted 

detection 

Å Faster scan capabilities 

Å Supports single and multiple 

views

Å Simple inspection management

Å Full data traceability

Å Quick reporting


